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All material are 100% recyclable 

RELTEC® CUADRADO 
 
DESCRIPTION 
SELF-SUPPORTING disposable formwork made up of an inner sheet of 
smooth MDF, a piece of expanded polystyrene (EPS) that gives it shape 
and an external fibreglass reinforcement to withstand the pressure of the 
concrete. 
 
USE 
 Formwork for reinforced concrete pillars, of square or rectangular 

section, with smooth and visible finish. 
 
TECHNICAL CHARACTERISTICS 
 

Characteristics Value 
Section From 150x150 to 700x700 mm (1) 
Standard finish Chamfered edges (2) 
Stripping Cut at the mark. No stripping substances are required 
Standard height 3000 and 4000 mm 

Maximum height of manufacture 
Ø outside ≤ 1060 mm 1060 < Ø outside ≤ 1200 mm 1200 < Ø outside ≤ 1500 mm 

7000 mm 6000 mm 4000 mm 
Interior waterproofing Resistant to concrete moisture 
Tightness COMPLETELY TIGHT for smooth and visible finishes 

 

(1) Special sections available. 
 

(2) Sharp edges available. 
 

OUTSIDE DIAMETER (mm) 
SECTION 150 200 250 300 350 400 450 500 550 600 650 700 

150 250            
200 292 320           
250 338 361 390          
300 384 404 430 461         
350 432 449 472 500 531        
400 480 495 516 541 570 602       
450 528 542 561 584 610 640 672      
500 577 590 607 628 652 680 710 743     
550 626 638 653 673 696 721 750 781 814    
600 675 686 700 718 740 764 791 820 851 884   
650 724 734 748 765 785 807 833 860 890 922 955  
700 773 783 796 811 830 851 875 902 930 960 992 1025 

 
 

WEIGHT (Kg/m) 
SECTION 150 200 250 300 350 400 450 500 550 600 650 700 

150 2,09            
200 2,56 2,91           
250 3,14 3,41 3,77          
300 3,82 4,02 4,33 4,71         
350 4,58 4,72 4,97 5,31 5,96        
400 5,42 5,50 5,70 6,19 6,57 7,05       
450 6,56 6,58 6,73 6,95 7,28 7,69 8,18      
500 7,60 7,56 7,65 7,83 8,08 8,41 8,88 9,40     
550 8,69 8,62 8,63 8,75 8,95 9,26 9,65 10,12 10,69    
600 9,88 9,74 9,73 9,77 9,93 10,16 10,47 10,90 11,76 12,39   
650 11,16 10,96 10,89 10,87 10,98 11,14 11,78 12,15 12,62 13,16 13,79  
700 12,52 12,28 12,13 12,07 12,44 12,59 12,81 13,14 13,55 14,05 14,62 15,28 

 
 
Important notes: 
 

 In sections larger than 400x400, Reltec formworks may suffer minimal rounding deformities in the faces and corners at an approximate height 
of 1 metre, which are caused by the high pressure exerted by the concrete in this area. Similarly, for greater than standard heights, it is not 
possible to guarantee the precision of the chamfered or sharp edges or the flatness of its faces, especially in the lower part of the formwork. 

 

 For protection, covering with plastic is recommended to prevent the formwork being exposed to sun or rain during storage. Similarly, avoid 
putting weight on the formwork so as not to cause deformities. 

 
 


